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NOTES:

1. FOUNDATION SHALL BE CONSTRUCTED PER STD DWG SL—210-1.
THE DIMENSIONS OF THE CABINET SELECTED. CONDUIT QUANTITY AND LAYOUT TO BE DETERMINED BY THE CARRIER.
CONDUIT WELL IS OPTIONAL.

2. CABINET PAD SHALL BE LOCATED IN THE LANDSCAPE STRIP/SIDEWALK AMENITY ZONE OR BEHIND THE SIDEWALK. THE
EDGE OF THE CABINET PAD MUST BE A MINIMUM OF 3 FROM THE FACE OF CURB AND SHALL NOT EXTEND INTO THE
PRIMARY WALKING PATH. SEE COB DESIGN MANUAL SECTION 15 FOR ADDITIONAL INFORMATION REGARDING LOCATING
FIXED OBJECTS.

WIDTH AND HORIZONTAL DEPTH SHALL BE SCALED TO
A

3. COB MUST HAVE ACCESS TO THE BREAKER DOOR ON THE SERVICE CABINET.
CARRIER, SHALL BE PROVIDED.

A COMMON KEY, UNIQUE TO EACH

A DRAWING NUMBER || SL=123-1
cﬁﬂ?%@ .
2 Sty of SMALL WIRELESS FACILITY DC POWER LAYOUT —
B s
%SWING& DEPARTMENT TRANS




